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iioveober 12, 1981, I inspected tbe underground aining operations at the Jack-
pile-PagnaCe Mine. I was aceoapsnled by & . Jeff Rinker of Aaaeoada end 
Keesre. Dale Joaessand Crag Salth of the USC8. ^le purpose of this inspection 
was the general exaaiinaClon of the elnlng activities being conducted. 

Anaconda is operating three separate imderground sdalnf; operations at the 
Jeckpile'^af;uate Mine. These nines ere the P-IO, Che P-13 Cwfaieb is a nodi-
ficatlon of the F-lO but due to econoaie eanditloas is not connected), and 
the HJ-45. These atioes are operated two shifts per day, five dsys per week, 
with a total wirtcforce of 78 hourly employees. 

The P-IO talne had one working area. This Is the 202 s"»pe which is located 
above the haulage drift. This stope is in extraction and was estisutted to 
be cot^Ieted the following week. After extraction Is coaipleted from this 
stope, the last active stope In the nine, salvaging operations would begin. 
Anaeooda drove a drift to the north part of the P15/17 orebody but did not 
find the grade of ore aatlcipafced. 

The P-13 tdne is located off of tbe southern highwall of the South Paguate 
Pit. Surface facilities for this talne, located on the pit floor, consists 
of two wood offices, a waste and ore stockpile, and a water retention pond. 
This nine is accessed by two adits with a breakthrough into the pit for 
vantiletion. 

Access drifts and pillar developaent drifts are being driven by LUO. There 
arc t»o stopes in developaent, one in each edit, and none in extraction. 

The HJ-45 is located along die east highwall of the Sortb Jackpile Pit below 
Cavilan Mesa. Surface facilicies for this aine, located on tbe pit floor, 
consist of two wood offices and a waste and ore stockpile. This iaine is 
accessed by four adits with two ventilation holes. Adit #1 is collared but 
will not be used. Adit #2 has two stopes in developateat and none In extraction, 
adit #3 has three stopes in developtsent and two in extraction, and in adit ^4 
a raise is being drifen to the ore level, ^ e access drifts are beins driven 
by LHD while stope dev»lo|»ient and extraction is being done with slushers. 
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All 4~~etions at the Jackpi1e-Pa~44ta Mine a~e s~~~duled to e~a•e on 
Mteb :n. 1982. *o viqlatians of the lease azreewents o~ approv4d ~i:tin~ 
plans Vf!T'~ oburvad. 
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